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If your cameras are human and vehicle detection camera, please go to
Configuration P Event P Intelligent Detect, draw box on the image to
setup human and vehicle detection area. Click Save to save changes.

Note:
Default Motion detection area, human and vehicle detection area are full

screen. When motion is detected, an alarm light will pop up beside Alarm menu.

You can also check in Trigger Snapshot, then go to Configuration p Network
» SMTP(email) or FTP to setup email or FTP storage server to receive the
motion snapshot.

Trigger recording will work only if memory card was installed or NFS NAS was
connected.

4) Find the device cloud ID and QR code for P2P remote access.
Configuration p Network p P2P

Playback Alarm Configuration

P2p

Autherization Code
Login Status
Cloud ID

QR Code

Note: Please wait a moment,it may take about inutes to get online after enable cloud service.
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Using the P2P ID and QR code, you can access the camera remotely anywhere
via smart phone with internet access. Please register an account on mobile
phone after installing the VideoLink app.

Tips: If the Login Status shows offline, please check your internet connection
and IP camera TCP/IP network configurations.
Please make sure to use a valid DNS server IP in the TCP/IP network settings.

Download the app VideoLink from Apple App store or Google play.
After installation, launch VideoLink on cell phone. For the first time use, please
create a new account by following the steps below:
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1. Tap on Create Account.
2. Select Country fregion.

3. Enter email address and verification code; set a password; tap on Create

Account.

4. Tap Add New device after login.

5. Choose LAN.

6. Tap OK and scan the QR code on P2P page to add camera.

7. Tap on the top right corner to share camera.
8. Tap on the blue window to load video.

9. Tap (Z'ﬁ on top right to view video in full screen.
10. Click Stream to change video resolution.
11. Tap Config to change camera settings..

Note:

1. If you cannot connect to the camera successfully, please check your Internet
connection and verify the IP address, gateway and DNS settings of the camera.

2.The could login status on P2P page should be ONLINE, which means the
camera has registered to the cloud server.

3. Your phone needs to be connected to wi-fi for better performance.

4. The camera can only work with ONWOTE NVR. If you use this camera with other

brand NVR, you may get compatible issues.

Note:
Only 20X PTZ cameras support auto track and auto cruise.

For the other PTZ cameras, please set presets and call presets manually.

IP PTZ Function

Command

Call 101:Preset(1)

Call 102:360°pan scan

IP PTZ Function Command Comments
Start Sequence Patrol No.1 (Preset:1-32) Call41
Start Sequence Patrol No.2 (Preset:17-32) call42
Start Sequence Patrol No.3 (Preset:65-80) call43
Start Sequence Patrol No.4 (Preset:113-182) | Call44
Start Sequence Patrol No.5 (Preset:129-144) | Call45
Start Sequence Patrol No.6 (Preset:145-160) | Call46
Start Sequence Patrol No.7 (Preset:161-176) | call47
Start Sequence Patrol No.8 (Preset:177-192) | callag
Preset dwell time: 4s Set51
Preset dwell time: 65 Set52
Preset dwell time: 8s Set53 Default
Preset dwell time: 10s Set54
Preset dwell time: 125 Set55
Auto Tracking: Guard Position Set 56 or Set 92
Auto Tracking: Max.Target Tracking time Set93 +Set N(N:20-255) Default:disable
Auto Tracking: Target Lost Return time Set94-+Set N(N:1-255)
Auto Tracking: Start Target Tracking Call560r92

Auto Tracking:Start Sequence Patrol No.1

Idle Action Type Default: 90s
Call 103:A-Bscan
Call 104:Sequence patrol No.1

Restore Factory Settings Call115

Remove All Preset Call33

Init Drive System Call34

IRMode: Auto Call81

IROpen callg2

IR Close Call83

IR Sensor: Low Set81

IR Sensor: Middle Set82

IR Sensor: High Set83

Set IR Sensor Delay Set 110+ Set N (N:36-100)

SetPan Scan Speed Set111+SetN(N:1-64)

Set Max.Control Speed Set113 +Set N(N:1-64)

SetSequence Patrol Preset dwell time Set 114 +Set N(N:1-254)

Set Sequence Patrol speed Set 115+ Set N(N:1-64)

SetIdle Action waiting time Set117 +Set N(N:1-254) Default: 90s

Lens Init

Set253+Call 252

and Search Target for Tracking Call570r93

Auto Tracking:Disable Auto Tracking Call58 0r94 Default:disable
Start 360°Pan Scan Call96 or 100

Start Ato B Scan Call38

Disable A to B Scan Set38

Set A-B Scan Left Position A Set35

Set A-B Scan Right Position B Set 36

Set A-B Scan rotate speed Set60to64:3°,6°,9°,15°,40°/sec

Enable Idle Action Call 105 enable

Disable Idle Action Set 105 disable

Default:disable

1. Why can't | open the default IP address 192.168.0.123 via web browser?
Check your computer's IP address before accessing the camera. If the IP
address does not match the 192.168.0.x scheme, please install the IP search
tool from www.onwote.com to modify the camera's IP address. Make sure the IP
address of the camera matches the LAN IP scheme. For example, if the LAN is
192.168.1.xxx, then set the IP camera to 192.168.1.123 and so on.

2. How to reset the password?

The default Username: admin Password: 123456. If you lost the password or
would to reset the camera’s settings, please install the search tool to search
camera ip, click Batch reset to reset camera.

3. How to upgrade the IP camera?

1) Contact us at support@onwote.com for the suitable firmware

2) You can use the web browser, search tool or PC client to upgrade the camera
3) On web, please go to the Configuration p System p Upgrade, click
Browse and select firmware, then click Upgrade to upgrade the camera.

4. How to fetch the RTSP video stream and http snapshot?

1) Main stream: rtsp://IP:554/h264?username=admin&password=123456
2) Sub stream: rtsp://IP:554 /h264cif?username=admin&password=123456
3) SD snapshot: http://IP/cgi-bin/snapshot.cgi?stream=1

5. Why does the NVR not show image after adding your IP camera?
Please user ONWOTE brand NVR. Other brand NVR may have compatible
issues.



